


APPLICATION
Highly accurate, lead-free brass ultrasonic smart water meter 
for all residential, commercial and industrial installations

FEATURES
�� �� �(�[�W�U�H�P�H �O�R�Z���À�R�Z �D�F�F�X�U�D�F�\ �D�Q�G �O�R�Q�J �W�H�U�P �� �� ��

	 measurement stability

�� 	 Integrated leak detection

�� 	 Mountable in any installation position

�� 	 Lead-free copper alloy “CUPHIN®” body

�� 	 UV resistant housing with IP 68 rating

�� 	 Over 40 days of hourly data storage

�� 	 Diehl Extended Encoder protocol that includes 		

	 temperature, alarms and error messages, etc.

�� 	 Meets or exceeds C715 AWWA/ANSI Standards

�� 	 Complies with NSF/ANSI Standards 61, Annex F/G as 		

	 well as FCC part 15 B

HYDRUS 
IZAR STELLA & POLARIS IZAR�NET 2

FEATURES
�� 	 2-way universally compatible endpoint

�� 	 Migratable from Mobile, to Fixed Network, to 

	 Smart City

�� 	 90 days of hourly data (e.g., readings, event logs and 		

	 extended data)

�� �� �2�Q �G�H�P�D�Q�G �U�H�D�G�L�Q�J�� �L�Q�V�W�D�Q�W �D�O�D�U�P �Q�R�W�L�¿�F�D�W�L�R�Q

�� 	 Dual endpoint

�� 	 Advanced AMR/AMI alerts and errors

�� 	 AES encryption

�� 	 ISM bandscanning for optimum LoRa performance

�� 	 Non-license ISM frequency - Operates in the narrow 		

	 902-928 MHz ISM band

�� 	 Universal backhaul

�� 	 2-way communication

�� 	 Remotely upgradable

�� 	 Easy external port access to SIM and USB connectors 

FEATURES
�� 	 Highly adaptable software design focused on mass 		

	 data management

�� 	 Integrated map view for easy organization of devices 		

	 and meter routes

�� 	 High-performance analytics (e.g., for leak detection)

�� 	 Seamless interoperability with IZAR@Mobile

�� 	 Alarm monitoring to notify of problems in the meter 		

	 network

�� 	 Interactive dashboard view for system monitoring

�� �� �(�P�D�L�O �Q�R�W�L�¿�F�D�W�L�R�Q �R�I �P�H�W�H�U �U�H�D�G�L�Q�J�V�� �D�O�D�U�P�V �R�U �D�Q�D�O�\�V�L�V ��

	 results

�� 	 User rights management allows for limited access of 		

	 users to meter groups

�� 	 Standard reports (e.g., compare meter volume 		

�� �F�R�Q�V�X�P�S�W�L�R�Q�� �G�H�W�H�F�W �D�O�D�U�P�V �R�U �¿�Q�G �P�L�V�V�L�Q�J �P�H�W�H�U

	 reads)

�� 	 Use REST API for easy connection to third party 		

	 software and quick implementation process
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Software analytic package for use in the Diehl IZAR system
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